S.N.

SPECIFICATION

Bidder’s Compliance Sheet

EMG 4 channels

Yes/No

Page No in
Datasheet/Catalogue,

Remarks

Manufacturer:

Brand

Type/Model

Country of Origin:

Description of Functions

It should be suitable for use in ICU,
OT, bedside recording or at patients’

System Configurations

a.

Should be Portable, Compact
and light weight with
minimum 4 channels
Amplifier

Large amount of data
storage which can be
replayed with audio for
EMG Test

Easy to choose muscle from a
well-organized list for testing
and scoring.

Advanced quantitative EMG for
classifying MUPs into different
bins depending upon
morphology

Manual/ Auto MUPs
selection for analysis in
EMG

Continuous/Rasterized
display for EMG Test

System should have Surface
EMG, SP Activity, Interference
Pattern, Triggered EMG, Single
Motor Unit Potential,
Turn/Amplitude analysis can be
done on a single screen

T~

e

N ¥ e




h. Auto Latency/Amplitude
marking with user definable
measurements

i. Separate test customization for
each Nerve

J- More than one nerve can be
tested on a single screen

k. Individual sweep and
sensitivity for each trace
which is adjustable even
after acquisition

I.  Should have Direct dragging of
markers and traces with mouse

TECHNICAL SPECIFICATIONS

a. Must have Sensitivity 0.1, 0.2,
0.5, 1, 2, 5, 10, 20, 50, 100,
200, 500 pVv/div; 1, 2, 5, 10, 20
mV/div.

b. Should have Highcut 2 pole (12
dB/ octave) filter. 100, 200, 500
Hz; 1, 2,3, 5, 10 kHz.

¢. Lowcut should be 0.2, 2, 20,
30, 100, 200, 500 Hz.

d. Sweep speeds (NCS/EP) must be
1 to 1000ms/div in 19 steps (1,
1.5,2,3,5,7.5, 10, 15, 20, 30,
50, 75, 100, 150, 200, 300, 500,
750, 1000).

e. Sweep speeds (EMG) must be in
range 2 to 500 ms/div in 13 steps
(2,4,6,10,20, 30, 50, 75, 100, 150,
200, 300, 500).

f. Musthave CM R R > 100 dB.




g. Must have Input Impedance
> 100 M Ohms (common
mode).

h. Should have Noise
cancellation  <0.5 puV rms
(1 Hz to 10 kHz).

1. Should have A/D
CONVERTOR 16 bit analog-
digital conversion.

J-  Should have AVERAGER
Number of averages per
channel upto 9999.

k. Should be able to test EMG, MNC,
SNC, RNS, F-WAVE, H-Reflex,
BLINK, SEP, VEP, BERA, MLR,

LLR, P-300

4. ELECTRICAL STIMULATOR

4.1 Should have Hand held, constant
current electrical stimulator with
stimulus intensity dial and stimulus
trigger on handle. Save and Start/Stop
switches are provided on Stim handle.

4.2 Duration of electrical stimulation must
be 0.02, 0.05, 0.10, 0.20, 0.50,

1.0 ms.

4.3 Repetition rates of electrical stimulation
0.5,1,3,5,7,10, 15, 20, 25, 30 PPS
standard or any user definable value.

4.4 Electrical range must be 0-100 mA
with adjustable duration, intensity and
repetitive rate.

3. AUDITORY STIMULATOR

5.1 HIGH QUALITY HEADPHONE

5.2 Intensity for auditory must have 0- 110
dB nHL or 30-140 dB SPL.

5.3 Frequency range in between 250 Hz to

8000 Hz.

VISUAL STIMULATOR




6.1

Monochrome VEP monitor for black and
white or color with user programmable
colors, pattern reversal check board
stimulation, vertical bars, horizontal
bars.

Features center fixation target,
independent quadrant and half

field stimulation.

6.2

Square sizes for visual stimulator
must have range of 2, 3, 4, 5, 7,
8,9,

6.3

LED GOGGLES must have
Flash/ Pattern stimulus
selectable for right, left or both
eyes.

Power Supply

7.1

Power Supply 19V DC,
3.4A through adaptor
Battery 14.8V/2.2 A
(2200mAh), Li-Ion
Rechargeable.

Standards & Safety Requirements

Must submit ISO 9001: 2015,
ISO13485: 2016

User Training

The training shall include the use of
all operational functions of the
equipment, as well as routine checks
and maintenance expected by user.
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Warranty

10.1

Comprehensive warranty for 1 years after
the date of installation.

L1

Maintenance Service During
Warranty Period

11:1

During the warranty period supplier must
ensure preventive maintenance and
corrective/breakdown maintenance
whenever required.
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Installation and Commissioning

12.1

Supplier must accomplish proper
installation
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Documentation

13.1

User (Operating) manual in English.

13.2

Service (Technical/ Maintenance)
manual in English must be provided.




