Technical Specification of EEG MACHINE

S.No.

Technical specification

Bidder’s Compliance Sheet

EEG Machine

Yes/No.

Page No in Remarks
atasheet/Catalogue

Name of the bidder:

Manufacturer:

Country of Origin:

Made in:

Brand:

Type /Model :

Description of Function

Features:

Easy laptop connectivity, Ideally suitable in ICU,
Brain mapping, optically isolated, auto spike
detection, operating systems windows based.,

It should have 32 channel to give full band
simultaneous acquisition of raw data and analysis
of same patient.

Should have LED based photic stimulator
reduces acoustic electrical interference.

It should provide online true AC Impedance
check which displays numeric values of all
electrode impedances.

It should provide spike and seizure Detections.

It should have event marking with review and
printing options.

It should have Compressed Spectral Array (CSA)
and Density Spectral Array (DSA).

It should have user configurable multiple display
and report format.

9. 2

It should provide comparison of three montages
simultaneously.

10.
11.3

Complete EEG transfer on CD and play back
without additional software.




12,

Online, offline reformatting of HLF,LLF,
sensitivity and number of channel, montage
diagram and photic marks on print out.

13.

4Brain map of frequency spectral and voltage with
left and right view

14.

5 It should have brain mapping color coding as per
international standards.

15.

6 It should have user programmable acquisition
fand photic sequences protocols.

16. 71t should have automatic paging facility for quick
review and analysis.

17. gFacility to zoom required portion of data and to
write comments during review.

18 It should have the facility to transfer data online

" lor offline data.
19 It should have search bar facility with access to
" jany part of data

20. Device Specifications:
EEG input channels 24
EKG input channel 2 (bipolar)
Configurable input channels 3 (bipolar)
DC/External transducer inputs 3
Total Inputs 32
Low Filters 0.1,0.3,05,1,3,5
Hz and user selectable

(0-7 Hz), single
Pole
High Filters 15, 35, 70 and user
iselectable (10-99),
single Pole

Notch Off, 50 / 60 Hz
Muscle rejection On /Off, 30 Hz
double Pole
Sensitivity 1-1000 pV / mm
and one user selectable value
A/D Conversion 16 bit in hardware
Sampling Rate 1024 Hz
Storage Rate 256 Hz
Resolution 0.153pV
Dynamic Range 10mV P-P
CMRR > 100 dB (0.1-100
Hz)
Noise Level <0.3uV RMS
Input impedance > 10 Mohm (0.1-

——
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100Hz)

Sweep speed 7.5,15.30 and
60mm/sec.
Flash rate 1 to 30HZ
software controlled

21 (General:
Connectivity to host PC High speed USB
Export formats PDF, MS
Word, MS Excel & EDF
Safety 1.5 KV isolation
Dimension 210 X 150 X 56.5
mm
Weight 500g approx.

7. Power Supply:
Power Supply Operation USB powered
Power On indication LED

23 ertification ISO 13485:

016, CE.




